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Equipment: Luminaire, Model TPPL-EX-D100-..
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Manufacturer: Dietal

Route de Queuille
63780 Saint Georges de Mons
France

Additional Manufacturing location(s):

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements. This certificate is granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended.

STANDARDS:

The apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found to comply
with the following standards:

IEC 60079-0 : 2011 Explosive atmospheres - Part 0: General requirements

Edition:6.0

IEC 60079-11 : 2011 Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"
Edition:6.0

IEC 60079-18 : 2014 Explosive atmospheres - Part 18: Equipment protection by encapsulation “m”
Edition:4.0

IEC 60079-7 : 2006-07 Explosive atmospheres - Part 7: Equipment protection by increased safety "e"
Edition:4

This Certificate does not indicate compliance with electrical safety and performance requirements other than those expressly included in the

Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:

NL/KIWA/ExTR15.0020/00 NL/KIWA/ExTR15.0020/01 NL/KIWA/ExTR15.0020/02
NL/KIWAJEXTR15.0020/03

Quality Assessment Report:

GB/ITS/QAR16.0008/01
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EQUIPMENT:

Equipment and systems covered by this certificate are as follows:

The luminaires Model TPPL-EX-D100-.., for fixed installations, are LED light fittings for extended or continuous operation with full wireless
monitoring and control and automatic servicing for optimal performance.

The luminaires are available in different versions and with different options as length (1 to 3 LED strip versions) and supply connections (with
or without supply feedthrough for series connection of luminaires).

The luminaires consist of a sealed enclosure with terminal boxes in type of protection increased safety "e" for connection of the field wiring.
The luminaires are provided with a control module for wireless control and monitoring functions.

Ambient temperature range:

-20 °C to +40 °C (versions with three-phase feedthrough wiring);
-20 °C to +43 °C (versions with single- phase feedthrough wiring);
-20 °C to +45 °C (versions without feedthrough wiring).

Electrical data
Supply: 110 V - 277 Vac, 50 - 60 Hz
Power: 30W 1 LED strip
60 W 2 LED strips
0W 3 LED strips
Feed-through wiring: single- or three-phase, max. 20 A (limited to 10 A when the
luminaires are provided with protective covers)
Prospective short-circuit current: max. 1500 A

SPECIFIC CONDITIONS OF USE: YES as shown below:

The luminaires shall be installed such that electrostatic charging and discharge is prevented during operation, maintenance and cleaning.

The luminaires have been tested for low risk of mechanical danger. The user shall provide sufficient mechanical protection of the luminaires.
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DETAILS OF CERTIFICATE CHANGES (for issues 1 and above):

Issue 1:

- Alternative potting materials of the Ex mb driver assembly

- Small changes to the Ex mb driver assembly, not affecting the type of protection
- Update of the documentation

Issue 2:
- Versions with three-phase feedthrough wiring added

Issue 3:

- new cable gland type added

- modification of the end covers

- vibration damper added to the mounting brackets
- protective covers for the end covers added




